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Instruction manual   1003981-EN 

MOD3/1AER-18 
 

 
 

ANALOG RF MODULATOR 

 
Modulator is designed to convert separate audio and video composite signals 
(from a video camera, VCR, satellite receiver, DVD player, etc.) into standard 
UHF TV signals that you can see on any regular TV set. 
 
EXTERNAL VIEW AND CONNECTIONS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. DC power input.  Connect 9-18V DC power adapter to this input. The recommended input voltage is 9V DC. 
    ATTENTION! Please use ONLY original EMP-Centauri DC power adapters. 
2. RCA type AV input. Connect audio/video source to this input by RCA cable. 
3. RF output. Standard 75 Ohm impedance output F-connector to connect coaxial cable. 
4. Mounting holes. Use these holes to fix the modulator on the wall or other surface. 
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ATTENTION! 
For safety and to minimize the risk of modulator damages, please, disconnect power adapter before performing any connection. 
 

CONNECTION EXAPMPLE 
 

 
 

OPERATING 
When switching the device ON, the display will show transmitted channel number. 
Parameters can be setup with two buttons: MODE and SET. Long press MODE to enter the menu or to 
save parameters. Use MODE to switch between parameters, and SET to change parameter.  
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Specifications: 
Output connector type:   F-connector 
Frequency range:   UHF band 470 - 862 MHz (21 - 69 Ch)  
Output level:   75 dBµV 
Input power:  2.1x5.5mm jack, 9-18V, 1.2W (Normal 9V, 130 mA) 
Inputs:   RCA type composite video 1-2Vpp 75 Ohm, R/L Audio -20dB, 25 KOhm 
TV standard:  PAL B, G, H, I, M, N 
Audio sub-carrier:             4.5, 5.5, 6.0, 6.5 MHz (selectable) 
Temperature range:  -20 ~ +60 °C 
 
Warranty information: 
The product is designed for the distribution of terrestrial TV and radio signals. The product is covered 
under 4 (four) years warranty from the date of purchase. The warranty shall not apply to the product 
used for other than the specified purpose. The user will be responsible for injury or material damage, 
which may arise in consequence of any product use in contradiction with the manual. Repairs or any 
interventions in the product may be performed only by EMP-Centauri company, or other companies 
authorized by EMP-Centauri. 

Table of channels/frequencies 
Channel Frequency, MHz Channel Frequency, MHz Channel Frequency, MHz 

21 471,25 38 607,25 55 743,25 

22 479,25 39 615,25 56 751,25 

23 487,25 40 623,25 57 759,25 

24 495,25 41 631,25 58 767,25 

25 503,25 42 639,25 59 775,25 

26 511,25 43 647,25 60 783,25 

27 519,25 44 655,25 61 791,25 

28 527,25 45 663,25 62 799,25 

29 535,25 46 671,25 63 807,25 

30 543,25 47 679,25 64 815,25 

31 551,25 48 687,25 65 823,25 

32 559,25 49 695,25 66 831,25 

33 567,25 50 703,25 67 839,25 

34 575,25 51 711,25 68 847,25 

35 583,25 52 719,25 69 855,25 

36 591,25 53 727,25   

37 599,25 54 735,25   
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SAFETY INSTRUCTIONS 
Installation of the modulator must be done according national safety standards. 
The modulator AC adapter is powered from mains 230V~. This voltage is dangerous to life. 
Any repairs must be done by a qualified personnel. 
To avoid the electric shock follow these instructions: 
do not remove the cover of the AC adapter, without disconnecting the unit from the mains supply; 
do not plug the modulator AC adapter into the mains supply if the power cord or plug are damaged; 
do not plug the modulator AC adapter into the mains supply until all cables have been connected correctly; 
to disconnect the modulator from power completely, disconnect AC adapter plug from mains socket; 
the mains socket must be easily accessible; 
modulator shall not be exposed to dripping or splashing water and no objects filled with liquids, such as vases, shall be placed on it; 
avoid placing modulator next to central heating components and in areas of high humidity; 
before connecting the modulator to multimedia system, be sure that system is installed in accordance to national safety standards; 
devices of multimedia system should have easy access to disconnect them from the mains supply; 
no naked flame sources, such as lighted candles, should be placed on modulator; 
the ventilation should not be impeded by covering the ventilation openings with items, such as newspapers, table-cloths, curtains; 
from top and on the sides of installed modulator must be at least 2 cm free space. 

 


